
Is operator 

protection 

required?

NO: Is product 

protection 

required?

YES: A LAF cabinet 

may be suitable

NO: A specialised 

enclosure or 

cabinet may not be 

required.

YES: Is the 

primary hazard 

chemical or 

biological?

BIOLOGICAL: Is 

there a secondary 

chemical hazard?

YES: A Class II B2 

Cabinet is 

recommended, 

a ducted Class II 

A2 or Class II A2 

with secondary 

carbon filter 

may be suitable.

NO: Is product 

protection 

required?

NO: A reverse 

horizontal LAF may 

be suitable.

YES: What is the 

BSL of the work?

BSL 1, 2, 3: A Class 

II A2 Cabinet may 

be suitable.

BSL 3, 3+, 4: A 

Class III cabinet 

may be suitable.

CHEMICAL: Is 

there a 

secondary 

biological 

hazard?

NO: Is product 

protection 

required?

YES: A Class II B2 

cabinet may be 

suitable.

NO: A Fume 

Hood may be 

suitable.

YES: Is product 

protection 

required?

YES: A Class II B2 

cabinet may be 

suitable.

NO: A Class II B2 

cabinet is 

recommended. A 

Fume Hood with 

secondary HEPA 

filter may be 

suitable.
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